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Le valvole a sfera GAR serie VSG sono state progettate per es-
sere installate su impianti di refrigerazione e condizionamento 
con lo scopo di intercettare e di interrompere o parzializza-
re l’afflusso di refrigerante a una parte dell’impianto.   Adatte 
per installazione sulla linea liquida e aspirazione . Grazie alla 
costruzione bi-flusso, il montaggio può avvenire indipenden-
temente dal senso dello stesso.  Le valvole a sfera sono fornite 
con la valvola schrader di serie. 
Disponibile la linea per CO2 su richiesta
Materiali di costruzione
Il corpo è in ottone forgiato CW 617 N. 
I raccordi sono in rame.
Guarnizione in PTFE modificato
Installazione
L’installazione è consentita sia verticale che orizzontale.
Si raccomanda l’uso di lega saldante a basso punto di fusione 
per la saldobrasatura della valvola a sfera sull’impianto. Non 
dirigere la fiamma verso il corpo per evitare di danneggiare il 
la guanizione.
Condizioni d’esercizio
TS -40°C + 150°C 
PS 45 bar (fino a VSG-42)
PS 35 bar (VSG-54 e VSG-67)
Fluidi refrigeranti: HFC, HFO, HC, miscele

The ball valve GAR type VSG are intended to be used into cool-
ing and conditioning systems with the function to intercept the 
fluid and to stop or throttle the flow of refrigerant to a part of 
the system.  Suitable for use in liquid and suction line. Thanks 
to its bi-flux construction, the valve can be  assembled in the 
apposite direction from itself.  The ball valves are supplied with 
schrader valve.  They are made from forged brass. 
Available CO2 serie on demand
Construction materials
External protection in stainless steel AISI 304 
Copper connection Cu DHP
Flexible pipe stainless steel AISI 321
Modified PTFE sealing
Installation
They can be mounted also in a vertical or horizontal position.
We recommend to use a soldering league with low fusion point 
during the soldering process of the ball valves on the system to 
avoid damages to the ball located in the body. During this pro-
cess do not point the flame directly towards the body  to avoid 
compromising the seal of the gaskets
Operating conditions
TS -40°C + 150°C 
PS 45 bar (up to VSG-42)
PS 35 bar (VSG-54 e VSG-67)
Refrigerant fluids: HFC, HFO, HC, blends
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VSG-6 1/4 6 45 12 140 7 74 72 22 31 M4”0.7 14.0 1.5
VSG-10 3/8 10 54 15 138 8 74 72 22 31 M4”0.7 14.0 1.5
VSG-12 1/2 12 45 12 163 10 85 83 22 31 M4”0.7 14.0 1.5
VSG-16 5/8 16 50 15 161 12 85 83 22 31 M4”0.7 14.0 1.5
VSG-18 3/4 18 59 19 185 14 99 96 30 37 M4”0.7 19.0 1.5
VSG-22 7/8 22 59 19 184 17 88 96 30 31 M4”0.7 19.0 1.5
VSG-28 1 1/8 28 81 25 208 20 112 108 38 44 M4”0.7 25.5 1.5
VSG-35 1 3/8 35 91 30 245 25 136 130 48 44 M6”1.0 32.0 1.5
VSG-42 1 5/8 42 111 35 281 29 151 145 55 56 M6”1.0 38.0 1.5
VSG-54 2 1/8 54 132 46 305 34 167 157 74 56 M6”1.0 50.0 1.5
VSG-67 2 5/8 67 132 46 305 37 167 157 74 56 M6”1.0 50.0 1.5
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